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1. SAFETY 
 
Before using the Spectral Power Converter, read the following safety information carefully. In 
this manual „WARNING“ is reserved for conditions that pose hazards to the user; 
„CAUTION“ is reserved for conditions that may damage your instrument. 
 
 
 Avoid working alone. 
 
 Follow all safety procedures for equipment being tested. 
 
 Inspect the test leads for damaged insulation. 
 
 Be sure the Power Converter is in good operating condition. 
 
 To avoid electrical shock, use caution when working above 30V dc or rms. 
 
 
 Disconnect the live test leads before disconnecting the common test leads. 
 
 
 When making a current- or power measurement, turn the circuit power off before 

connecting the Power Converter in the circuit. 
 
 
 Switching on inductive loads means large inrush currents. Take precautions to avoid 

overloading the current channels by shorting the start-up currents across the current 
inputs. 

 
 
 Switching off inductive loads or switching on rotating loads means large voltages or 

extremely fast changing voltages on the Power Converter input terminals. Such 
conditions may damage the instrument and are potentially hazardous. 

 
 
 To comply with EN50081-1 the current- and voltage test leads must form 4 windings 

through ferrite torroid Philips Type 4322 020 9720 or equivalent. Interface inputs/outputs 
must be shielded. 

 
 
 1kV burst test: use shielded input- and output cables. 
 
 
 The Power Converter complies with the safety standards IEC 1010-1, EN 61010-1. 
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1.1. WARNINGS 
 
● Before reading the manual or before using this instrument read carefully the warnings 

below and make sure you understand them. 
 
 
● WARNING: Line Power 
 To avoid shock hazard, connect the instrument power cord to a power receptacle with 

earth ground. 
 
 
● WARNING 
 The maximum floating voltage above earth ground on the current input terminals and the 

voltage Lo-input terminals is 600V. Exceeding these limits poses a hazard to the meter 
and operator. 

 
 
● WARNING 
 This instrument must be operated by qualified personnel. 
 
 
● WARNING 
 Refer all servicing of this instrument to qualified personnel. Before opening case 

disconnect all leads connected to the instrument and finally disconnect the power line 
cord. 

 
 
● WARNING 
 The specifications given in this manual solely describe the technical properties of the 

instrument. They do not imply any other properties unless it is explicitly said so. 
 
 
● WARNING 
 Use of this instrument in life support systems and in systems for people transportation 

must be expressly authorized. 
 The authorization must be signed by the manufacturer of this Power Converter. 
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2. INTRODUCING THE POWER CONVERTER 
 
WARNING 
 
Read the „Power Converter Safety“ in section 1 of this manual before using the instrument. 
This 1- and 3-phase Power Converter is designed for bench-top, field service, and system 
application. 
Some features provided by the Power Converter are: 
 
● Measures and computes simultaneously all electrical quantities of current, voltage, 

power, energy, harmonics of current, harmonics of voltage, harmonics of power, and line 
to line voltages for 50/60 Hz power line systems. 

 
● Frequency measurement 0.1Hz-500kHz. 
 
● Includes DC-components. 
 
● Built-in integrator. 
 
● Harmonic Analysis of current, voltage and power. 
 
● Wide voltage- and current range (15mA-40A). 
 
● High common mode rejection ratio. 
 
 
 
2.1. OPTIONS AND ACCESSORIES 
 
Nine options are available. Option 02 or 03 can be installed at the factory or by the customer 
on site. Option 01 and 04 must be installed at the factory. 
 
● Option 01 contains the TTL-input for external synchronization. (factory installation 

required) 
 
● Option 02 contains the RS-232- and IEEE-488 interface, nonvolatile memory for IEEE-

address. 
 
● Option 03 contains the RS-232 serial interface, the IEEE-488 interface, and 8 analog 

inputs. (4x 10V, and 4x 5V). 
 
● Option 04 contains a 3-phase current sensor module for currents up to 100A, DC-

10kHz. The supply for the current sensor module is provided by the Power Converter. 
 
● Option 05 contains a software package under DOS to operate the 1- and 3-Phase 

Power Converter via RS232 or IEEE-488 interface. You can choose the language 
(English or German), command the instrument, read, display, and store data. 

 
● Option 06 contains a comprehensive Lab View driver to operate the Power Converter. 
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● Option 07 contains software under windows for motor testing. When option 03 is 
installed torque, speed, mechanical power, slip, and efficiency are computed from analog 
inputs. 

 
● Option 08 contains software under windows for transformer testing. Corrected power is 

computed. 
 
● Option 09 contains star point network to form an artificial neutral for measurements on 

frequency inverters. 
 

 Available accessories are described below. 
 
ACS1: Current clamp with connector to the shunt input of the Power Converter; range 0-

400A, DC-1kHz, 2 % accuracy. 
 
ACS3: Soft carrying case provides protection for the instrument. Ideally suited for service 

applications. 
 
ACS4: Set of test leads, max. 32A, 1.5m; 2 red, 2 black. 
 
ACS5: Shunt input connector. 
 
ACS6: Service Manual. 
 
ACS7: Rack Mounting Kit. 
 
ACS8: Official Calibration Certificate from SCS 
 
 
 
2.2. SPECIFICATIONS 
 
This section defines the performance of the Power Analyzer. The user must be aware that 
exposure of the Power Analyzer current inputs to their maximum value will result in additional 
measurement errors. These errors add to those given in the specification table. 
 
1 A input: I0.5 A add 0.1 % x I2 (current in Ampere) 
5 A input: I3 A add 0.018 % x I2 (current in Ampere) 
30 A input: I15 A add 0.00014 % x I2 (current in Ampere) 
 
Operating the 5A input at elevated currents (4A) will also affect the 30A input, and visa 
versa. 
Operating temperature range: 10C - 40C 
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8 ranges: 0.3 V, 1 V, 3 V, 10 V, 30 V, 100 V, 300 V, 1000 V  
Frequency range DC, 0.1 Hz – 1 MHz 
Crest Factor 3:1 at 50 % full scale (fs) 
Input Impedance 1 MOhm 
Common Mode 50 Hz/100 kHz 160 dB/100 dB 

Voltage 

Standard accuracy 23°C; rms, mean, rectified mean; 0.3 V typ. 
1 Hz–1 kHz ±(0.1 % rdg + 0.1 % range) 
DC, 1 kHz–10 kHz ±(0.2 % rdg + 0.2 % range) 
10 kHz-100 kHz ±(0.3 % / range + 0.04 % /kHz rdg) 
100 kHz-300 kHz ±(0.3 % / range + 0.04 % /kHz rdg), typ. 

Improved accuracy 
±(0.05 % rdg + 0.07 % rng) 

13 ranges: 1.5 mA, 5 mA, 15 mA, 50 mA, 150 mA, 500 mA,  
1.5 A, 5 A; 1, 3, 10, 30, 100 A. 

Max. 1A, 5 A, 30 A, resp. 

Frequency range DC, 0.1 Hz-300 kHz / 1MHz 
Crest Factor 3:1 at 50 % full scale (fs) 
Common Mode 50 Hz/100 kHz 160 dB/120 dB 

Current 

Standard accuracy 23°C; 1A-, 5A-, shunt input 30 A input 
1 Hz-1 kHz ±(0.1 % rdg + 0.1 % rng) ±(0.1 % rdg + 0.1 % rng) 
DC, 1 kHz-10 kHz ±(0.2 % rdg + 0.2 % rng) ±(0.7 % rdg + 0.2 % rng) 
10 kHz-100 kHz ±(0.3 % range + 0.04 %/kHz rdg) 
100 kHz-300 kHz ±(0.3 % range + 0.04 %/kHz rdg), typical 

Lowest ranges 1.5 mA, 
15 mA, 1 A: typical 
Improved accuracy 1 Hz – 
400 Hz 
±(0.05 % rdg + 0.07 % rng) 

Power 104 ranges corresponding to the products V x A.  

 Frequency range DC, 0.1 Hz-300 kHz 
 45 Hz-65 Hz (0.1 % rdg + 0.01 % range) 

1 Hz-1 kHz Add accuracy percentage figures of current &  
  voltage 
DC, 1 kHz-10 kHz +0.04 %/kHz PF 
10 kHz-100 kHz 

PF = 0 to ±0.1 
PF = 0 to ±1 
PF = 0 to ±1 
PF = 1 

Frequency 0.1 Hz-400 kHz, V triggered; Accuracy ±0.1 %  
Computed 
Values 

Accuracy; Reactive Power, Var=±(VA2-W2)1/2, Apparent Power: 
VA=Arms Vrms; Power Factor: PF=W/VA; Crest Factor: CF=Ap/Arms, 
Vp/Vrms: Form Factor: FF=At/Arms, Vt/Vrms; Impedance: 
Z=Vrms/Arms; Total Harm Dist: THD=Irms2 – Ifund2)1/2 / Irms 

Add accuracy percentage 
figures of values involved 
in computation. 

Integrator Energy, Charge; Accuracy Wh, Vah, Varh, Ah; Basic accuracy of  
   integrated quantity. 

 

Frequency range of fundamental 2.5 Hz-100 kHz  
Range of harmonic 1-99 

Harmonic 
Analysis 

Accuracy, Harmonic current and voltage 
2 Hz-1 kHz ±(0.1 % rdg + 0.1 % range) 
1 kHz-10 kHz ±(0.5 % rdg + 0.5 % range) 
10 kHz-100 kHz ±(0.7 % range + 0.1 %/kHz rdg), typical 

 

Display Blue liquid crystal graphic display with FL backlight 
64 x 120 mm; 128 x 240 pixels 

 

Power AC, 50-400 Hz; Fuse: Power 85 V-240 V; 2 A, 15 VA 
Dielectric 
Strength 

Inputs to case or power supply 
Line input to case 
Input to Input 

2.5 kV/50 Hz/1 minute 
1.5 kV/50 Hz/1 minute 
4 kV/50 Hz/1 minute 

Dimension H x W x D; weight 150 x 235 x 320 mm; 4 kg 

Options IEEE-488-2, RS232, Centronics printer output 
4 programmable analog output; single-, sum-, or average values 
4 analog inputs 0 - ±5 V, input impedance 200 kΩ 
4 analog inputs 0 - ±10 V, input impedance 200 kΩ 
Rack Mounting Kit / Windows Operating Software 95, 98, 2000, NT, XP; 
transformer-motor testing 

 
0 - ±5 V, accuracy 0.2 % 
0 - ±5 V, accuracy 0.2 % 
0 - ±10 V, accuracy 0.2 % 

1.5mA-1A 
Inp/Shunt 
Input 

Shunt Hi

1 A input Hi against ILo

Shunt Lo

 

1 A input;     mA: 1.5, 5, 15, 50, 150, 500, 1500 
Shunt input, mV: 60, 60√10, 600, 600V√10, 
   6000, 6000√10 
Input impedance: 60k 

1 A input: set scaling to 0.1 
Shunt input: 60 mV 
Corresponds to 1.0000 A 
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3. MATHEMATICAL DEFINITIONS USED BY THE POWER CONVERTER 
 
 
 
 
 
 
 

RMS-value    (1/T 
o

T

 i2 dt)1/2 

Rectified mean   1/T  
o

T

  i   dt 

Mean value    1/T  
o

T

 i  dt 

 
Maximum    max. (i) in averaging interval 
 
Minimum    min. (i) in averaging interval 
 
Peak-to-peak   max. (i) - min. (i) in averaging interval 
 

Average Power        P  1/T  
o

T

 u  i  dt 

Apparent Power      S  RMS current x RMS voltage 
 
Reactive Power       Q  (S2 - P2)1/2 for every harmonic 
 
 
Crest Factor    Maximum / RMS-value 
 
Form Factor    RMS-value / Rectified mean value 
 
 
Frequency    Number of zero crossings of current or voltage. 
 
 
Power Factor   P/S 
 

Energies, Charge    
0

t

 xdt x=P, S, Q, rect. mean current 

 
Total harm. Distortion THD (Irms2 - Ifund2)1/2/Irms 
 
 
Impedance    Vn/In   phase    n=harmonic 1-99 
 
 
 

NOTE:  RMS-, rectified mean-, mean-, maximum-, minimum-, and peak-to-peak value apply to 
current and voltage. 

   Energies apply to real-, apparent-, and reactive power. Charge applies to rectified 
mean current only. 
Total harmonic distortion applies to current and voltage. 
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4. GETTING STARTED 
 
This section explains how to prepare the Power Converter for operation, discusses general 
operating features, and explains some common measurements. 
 
 
 
4.1. FRONT PANEL AND REAR PANEL 
 
The front panel (figure 4.1) contains a large green LED to indicate that the instrument is 
turned on. There are no keys on the front panel since operation is solely performed by the 
computer. 
 

 
Fig. 4.1  Power Converter Front panel 

 
 
The rear panel shown in figure 4.2 contains the input terminals on the right hand side. The Hi- 
and Lo-voltage terminals are at the top. Below are the current input terminals, two red 
terminals for 5A and 30A with one common Lo terminal. The shunt input is equipped with a 
short connector. When not in use, this short connector must be installed. 
The three phase Power Converter has the inputs for phase 1 (L1) to the right, phase 2 (L2) 
inputs are in the middle, and phase 3 (L3) inputs to the left. 
On the left hand side of the rear panel are, from top to bottom, the RS-232 interface 
connector, the IEEE-488 interface connector, and the analog input connector. 
To the far left is the power line cord connector for 50/60Hz line voltages in the range 85V to 
265V. 
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Fig. 4.2  Power Converter Rear Panel 
 
 
 
4.2. ADJUSTING THE OPTIMAL VIEWING ANGLE 
 
Operating the Power Converter on a table you may want to tilt the instrument. This can be 
done by rotating forward the stand-off at the bottom plate. 
 
 
 
4.3. LINE POWER 
 
WARNING 
 
To avoid shock hazard, connect the Power Converter line cord to a receptacle with earth 
ground. 
Plug the line cord into the connector on the rear of the instrument. It will operate on any line 
voltage between 85V ac and 265V ac without adjustment, and any frequency between 50 and 
400Hz. 
 
 
 
4.4. INSTALLING THE OPERATING SOFTWARE ON YOUR PC 
 
The standard delivery includes 7 disks or 1 CD-ROM. 4 Disks contain the LabVIEW VISA 
driver and 3 disks the stand alone executables to operate the Spectral Power Converter. If 
you have ordered software for motor testing and transformer testing the package contains 2 
additional disks. 
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SYSTEM REQUIREMETS 

The Spectral Power Converter software runs on a PC with Win95/98/NT. An RS-232 Interface 
or an IEEE-488 Interface is required for communication. Your PC/Notebook setting must be 
configured with a decimal point not a comma. Check the setting (Win95/98/NT) with the 
following sequence: 
STARTSettingsControl PanelRegional SettingsNumbersDecimal Point 
 
INSTALLING THE VISA DRIVER 

If you already have a VISA driver installed on your PC go to DECOMPRESSING / 
INSTALLING THE STANDALONE MODULES. 
Insert disk1 to your floppy drive and press the "Setup" icon. Follow the instructions on the 
screen until it is completely installed. 
 
DECOMPRESSING / INSTALLING THE STANDALONE MODULES 

The standard delivery includes 3 disks containing 3 different front panels to operate your 
Spectral Power Converter. On each disk you find the following files: 
 
Readme  (Textfile with instructions in short form) 
Pkunzip  (Decompressing executable) 
Zip-file   (ex. SCM3.zip, MISC.zip, STM3.zip) 
 
To get a proper organization on your PC it is the best way to create a new folder (ex. 
C:\PC10) on your harddisk. Open a DOS window with Win95/98/NT or restart your PC in the 
DOS mode. 
 
1. The prompt looks like this. (example):  C:\PC10. 
2. Type:             a:pkunzip -d a:\SCM3.zip  
 
This command will decompress the zipped SCM3.zip file and create an executable 
(SCM3.exe) in the PC10 folder. 
 
Repeat Step 2 with the other delivered disks. When the decompressing is completed your 
folder contains the following files: 
 SCM3.exe 
 STM3.exe 
 MISC3.exe 
 
Close the DOS window or restart your PC. 
 
 
 
4.5. TAKING BASIC POWER MEASUREMENTS 
 
WARNING 
 
Read the Power Converter safety before operating this instrument. 
The following procedures describe the basics of taking common power measurements 
operating the Power Converter from the front panel. These procedures are provided for the 
user who needs to get started quickly. 
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WARNING 
To avoid electrical shock or damage to the Power Converter, do not apply more than 850V 
peak between any terminal and earth ground. 
The user should be well aware of the fact, that switching off inductive loads may generate 
extremely fast and high voltage transients exceeding above limits. 
To measure voltage, current, power and related quantities in a 3-phase circuit connect the 
test leads as shown in figure 4.3 and described below. 
 
WARNING 
Make sure not to overload current input, damage may occur to the instrument. Make sure 
when wiring the Power Converter in a circuit that you are using the correct current input 
(5A/30A) and make sure to select the correct input on the front panel mask. (PC monitor). 
 
Use the wiring diagram of figure 4.3 to measure your load. (single- or three phase). Before 
turning on power make sure you are using the correct current input on your Power Converter. 
Excessive current overload may damage the current inputs. 
 
Choose a free COM-Port (Serial port) on your PC and use a 9-pole , 1 to 1 connected, RS-
232 cable. Switch on the Spectral Power Converter and boot your PC; then plug the cable to 
the serial port of the PC10 and the computer. 
 
 

 
 

 
Fig. 4.3  Power Converter Wiring in 3-Phase Circuit 
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START THE STAND-ALONE SOFTWARE 

Double click now one of the icon to open the front panel. The first you see is the "Front panel". 
This panel represents an instrument display with all its functions and features. There are 
Function- and Display fields, status indicators and a Save Measurement button. 
 

 
 

Fig. 4.4  Front panel "Standard Continuous Measurement" 
 
 
PROGRAM START 
 
 Set the interface selector to the required port number or set the IEEE address. 
 Press the RUN button in the Tool bar. 
 Answer the pop-up menu „Choose file to write“ with no. 
 Click on the current input icon to select the current input you are using on the rear panel 

on the Power Converter. 
 
The program starts up with the Power Converter in auto ranging. The computer reads now 
data continuously from the Power Converter. (measurement values are updated). 
 
● Turn on power on the load to be measured. 
● The Power Converter will automatically select the voltage and current ranges. 
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5. OPERATING THE POWER CONVERTER 
 
 
5.1. INTRODUCTION 
 
This Power Converter is a very advanced measuring system, equipped with features not 
known to similar instruments. For example, you can select dc- or ac-coupling for individual 
quantities, you can choose those quantities you want to integrate, you can combine meter 
mode and graphics mode (MISC3.exe), you can obtain harmonic analysis while the Power 
Converter is running in the meter mode. This, and much more makes this instrument a 
valuable tool in a wide range of applications. 
 
 
 
5.2. SOFTWARE INSTALLATION ON YOUR COMPUTER 
 
If you already have installed the software you can skip parts of section 5.2. The standard 
delivery includes 7 disks or 1 CD-ROM. 4 Disks contain the LabVIEW VISA driver and 3 disks 
the stand alone executables for managing the Spectral Power Converter. If you have ordered 
software for motor testing and transformer testing the package contains 2 additional disks. 
 
SYSTEM REQUIREMENTS 

The Spectral Power Converter software runs on a PC with Win95/98/NT. An RS-232 Interface 
or an IEEE-488 Interface is required for communication. Your PC/Notebook setting must be 
configured with a decimal point not a comma. Check the setting (Win95/98/NT) with the 
following sequence: 
STARTSettingsControl PanelRegional SettingsNumbersDecimal Point 
 
INSTALLING THE VISA DRIVER 

If you already have a VISA driver installed on your PC go to Decompressing/Installing the 
Stand-alone modules. 
Insert disk1 to your floppy drive and press the "Setup" icon. Follow the instructions on the 
screen until it is completely installed. 
 
DECOMPRESSING / INSTALLING THE STANDALONE MODULES 

The standard delivery includes 3 disks containing 3 different front panels to operate your 
Spectral Power Converter. On each disk you find the following files: 
 
Readme  (Textfile with instructions in short form) 
Pkunzip  (Decompressing executable) 
Zip-file   (ex. SCM3.zip, MISC.zip, STM3.zip) 
 
To get a proper organization on your PC it is the best way to create a new folder (ex. 
C:\PC10) on your harddisk. Open a DOS window with Win95/98/NT or restart your PC in the 
DOS mode. 
 
1. The prompt looks like this. (example):  C:\PC10. 
2. Type: a:pkunzip –d a:\SCM3.zip  
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This command will decompress the zipped SCM3.zip file and create an executable 
(SCM3.exe) in the PC10 folder. 
Repeat Step 2 with the other delivered disks. When the decompressing is completed your 
folder contains the following files: 
 
 SCM3.exe 
 STM3.exe 
 MISC3.exe 
 
Close the DOS window or restart your PC. 
 
Choose a free COM-Port (Serial port) on your PC and use a 9-pole , 1 to 1 connected, RS-
232 cable. Switch on the Spectral Power Converter and boot your PC; then plug the cable to 
the serial port of the PC10 and the computer. 
 
TO START THE PROGRAM 

Double click now one of the icons to open the front panel. The first you see is the „Front 
panel“. This panel represents an instrument display with all its functions and features. There 
are function- and display fields, status indicators and a Save Measurement button. 
 
 Set the interface selector to the required port number or set the IEEE address. 
 Press the RUN button in the Tool bar. 
 Answer the pop-up menu „Choose file to write“ with yes or no. 
 
The front panel of the SCM3.exe „Standard Continuous Measurement“ is shown in figure 5.1. 
 
 
 
5.3. FRONT PANEL 
 
The front panel is splitted into two vertical sections. The left side gives you all the status 
information, saves the measurements, lets you choose the interface type and terminates the 
running task with the SYSTEM HALT button. 
On the right side are the display fields separated by functions and phases. Pop-up the 
Function fields to choose the electrical parameters you like to display. 
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Fig. 5.1  Front panel "Standard Continuous Measurement" 
 
 
 
5.3.1. MENU BAR 
 

 
The File menu lets you CLOSE the front panel or you can make a screen shot with Print 
Window. 
 
In the Edit menu you set the Preferences. Submenus are Paths, Performance & Disk, Front 
Panel, Colors, Printing, Time & Date and Miscellaneous. Set your individual parameters for 
convenience. 
 
RUN the program or Reinitialize All To Default the front panel in the Operate menu. 
 
Change the size of the window with Full Size in Windows menu or activate Show Help in the 
Help menu. 
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5.3.2. TOOL BAR / SYSTEM HALT 
 
 

RUN    
RUN CONT. 
ABORT 
PAUSE 
 
 
Use the RUN button only to start the program. If you press ABORT the program will stop 
immediately and the COM-Port is still active and is not closed properly. In this case you must 
restart the program or even reboot the PC. Always use the SYSTEM HALT button on the front 
panel to stop a running task. 
 
 
 
5.3.3.  INTERFACE SELECTOR 
 
Select the interface by switching to SERIAL or GPIB and set the port number (1 = COM1, 2 = 
COM2,...) or the GPIB address (i.e. 5 for GPIB address 5). 
 

    
 
 
 
5.3.4. STATUS FIELD 
 
 
 
 
 

 
 
 
 
 

Over-/Underload indicator Indicates Overrange, OK., Underrange
    Choose the phase with L1, L2, L3  
 
Current Input  Select current input: IN5A, IN30A, SHUNT 
Current Range  0=15mA/1A/60mV; 1=50mA/3A/200mV; etc. 
Voltage Range Select: 300mV, 1,3,10,30,100,300,1000V 
 
AUTO/MANUAL Ranging Switch between AUTO and MANUAL 
ranging 
 
Averaging Rate  Select: 100ms, 250ms, 500ms, 1s, 2s 
Synchronization  Select: L1 Current or L1 Voltage 
 
Scale factors / Harmonic Set scale factors / Harmonic number 
(1-99) 
number 
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5.3.5. FUNCTION / DISPLAY FIELDS 
 
 

   
 
Pop up the FUNCTION menu to see all electrical parameters you can display. The quantities 
appended with „AC“ are without DC-components, e.g. „Irms“ is rms current including DC-
component, „Irms AC“ is rms current without DC-component. The click right value display field 
to get more information on the display value. 
 
LIST OF MEASURED VALUES 

Irms, Irms AC, Imean, Irectified, Irect short int, Iminimum, Imaximum, Ipeak to peak, Icrest 
factor, Iform factor, Ithd; 
Vrms, Vrms AC, Vmean, Vrectified, Vminimum, Vmaximum, Vpeak to peak, Vcrest factor, 
Vform factor, Vthd; 
Pfactor, Pfactor AC, Pactive, Pactive AC, Pappearent, Pappearent AC, Preactive, Preactive 
AC, Pact short int, Pact short int AC, Papp short int, Papp short int AC, Prea short int, Prea 
short int AC. 
 
 
 
5.3.6.  ENERGY MEASUREMENT 
 
 

  
 
Choose your desired energy value and RESET it by pressing the knob on the left side. 
Energy parameters are: 
Eactive, Eappearent. 
 
 
 
5.3.7.  SAVE MEASUREMENTS 
 
 

  
 
Press the „SAVE MEASUREMENT“ button to store the actual readings in the file you selected 
at start-up. The values will be saved in a spreadsheet compatible format to manipulate your 
measurement data. 
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5.3.8. FEATURES OF OTHER SOFTWARE PACKAGES 
 
The software on disk STM3.exe contains additional features. Measurements can be triggered 
manually or via timer. 
 
TRIGGER VERSION 
 

  
 
Select TIMER TRIG to activate a measurement saving triggered by setting a timer to a 
specified value. 
Press SAVE in the MANUAL TRIG mode to store the measurements.  
TRIG  CONT or TRIG  SAVE 
 
 
The software on disk MISC3.exe allows to also display graphics  
 
„MISCELLANEOUS“ VERSION 
 
 

  
 
 
Choose your own graphs in the MISC version. Select the phase indicator L1, L2, or L3 and 
set the electrical parameter. 
 
Press the Plot0 menu to select: Common Plots, Point Style, Line Style, Bar Plots, Fill Base 
Line, Interpolation and Color. 
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5.3.9. SPECIAL VERSION SOFTWARE 
 
 

   
 
 
The Motor version computes additional values like Mechanical Power, Torque, Speed, 
Frequency, Slip, and Efficiency = Mechanical Power / Total Electrical Power. Since the 
Analog inputs are used for calculation, OPTION 03 must be installed in the Spectral Power 
Converter. 
 
The Transformer version looks similar to the Motor version. It computes corrected power 
according to IEC. The analog inputs can be used to measure and monitor other parameters 
like temperatures in the transformer.  
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6. OPERATING THE POWER CONVERTER USING THE COMPUTER
 INTERFACE 
 
6.1. INTRODUCTION 
 
The information given in this section is for users who want to write their own software using 
option 06, the National Instrument Lab View driver. 
The Power Converter can be operated from a host by sending commands to it through a 
computer interface on the rear panel. 
Section 6 describes how to set up, configure, and operate the Power Converter via the RS-
232 or the IEEE-488 interface. 
With the IEEE-488 interface the instrument is fully programmable for use on the IEEE 
standard 488.1 interface bus and also complies with the supplemental standard 488.2. 
 
 
 
6.2. LOCAL AND REMOTE OPERATIONS 
 
There is no local operation possible since there are no operating keys. 
 
 
 
6.3. COMPUTER INTERFACES 
 
Your Power Converter can be equipped with RS-232 interface), or with both RS-232 and 
IEEE-488 interface (Option 02). 
Basically, you can operate both, the RS-232 and the IEEE-488 interface, simultaneously. Due 
to limited rear panel space you may have difficulties installing both interface connectors. 
 
 
 
6.4. SETTING INTERFACE PARAMETERS 
 
The Power Converter sets the parameters at startup to the following default values: 
 
 Band: 9600 
 Parity: None 
 Terminator: CR 
 Handshake: None 
 IEEE-address: 5 
 
In order for the Power Converter and the host to communicate through the interface the 
communication parameters of the Power Converter must match those of the host. 
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6.5. CABLING THE POWER CONVERTER TO A HOST 
 
Turn Power Converter off. When cabling is complete turn power on again. 
The RS-232 interface on the Power Converter rear panel uses a DB-9 connector. Its pin out is 
given below. 
 
 
 

5

9

1

6
 

 
 
 
 
The RS-232 cable length should be less than 15m to make sure not to exceed the allowable 
(2000pF) cable capacitance. 
To use the IEEE-488 interface cable the Power Converter to a host. 
The IEEE-488 operation is governed by following limitations: a maximum of 15 devices can be 
connected in a single bus system; the maximum length of cable must be less than 20m or 2m 
times the number of devices in the system. 
 
 
 
6.6. HOW THE POWER CONVERTER PROCESSES INPUT 
 
The Power Converter processes and executes valid input strings sent by the host. The input 
string is followed by an input terminator such as CR/LF (carriage return/line feed). 
When the Power Converter receives input, it stores it in a 32 byte input buffer. As soon as the 
input terminators have been recognized the data in the buffer are processed. 
The Power Converter accepts upper and lower case characters. If a command can not be 
understood, or it was longer than 32 characters which can not be the case for correct 
commands, the command will be ignored and an error will be generated. 
For the RS-232 you can select the Xon hand shake modus. Xon signals the host to stop 
transmission when the input buffer of the Power Converter is full. If in this process information 
gets lost a device dependent error will be generated. 
For the IEEE-488 the hold-off is set when the input buffer of the Power Converter is full. This 
stops data transmission instantly until space in the input buffer is made available. 
 
 

1      DCD Data Carrier Detect 
2      RxD  Received Data 
3      TxD  Transmitted Data 
4      DTR  Data Terminal Ready 
5      Grd  Signal Ground 
6      DSR  Data Set Ready 
7      RTS  Request To Send 
8      CTS  Clear To Send 
9      RNG Ring 
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6.6.1. INPUT TERMINATOR 
 
An input terminator is a character or command (EO1, IEEE-488.1) sent by the host identifying 
the end of a string. Any of these terminators will be recognized as „end of message“. 
Valid terminators for the RS-232 interface are: 
 
 
 CR (Carriage Return), LF (Line Feed) 
 CRLF (Carriage Return / Line Feed), and 
 LFCR (Line Feed / Carriage Return) 
 
Valid terminators for the IEEE-488 interface are: 
 
 EOI (End or Identify) and any or none of the combinations with CR (Carriage return) and 

LF (Line Feed) 
 
 
 
6.6.2. SENDING COMMANDS TO THE POWER CONVERTER 
 
Command Action 
 
voltage:rms:ac:? Query form. To this command the Power Converter outputs (in 

scientific format) an alphanumeric string of the ac-coupled rms 
voltage. The maximum allowable characters in lower case are 
used. 

 
CURR:SCALE  1.000E0 Sets the current scaling factor of the Power Converter to 1. 
 
CURR:SCALE? Query form. The Power Converter returns the current scaling factor 

in scientific format. 
 

CURR:FFT? Query form. The Power Converter returns the harmonics of current 
in the range specified by the FORMAT:START/END command. 

 
Commands can be sent in upper or lower case characters. The upper case letters in the 
command set table are the minimal string to be sent, the lower case letters are optional. 
No space is allowed except for the selector at the end of a command where a space is 
mandatory. 
 
RULE 1: Every command must be closed by a terminator. The maximum length 

must not exceed 32 characters. 
 
You can not pack two commands into one, an error would be generated. 
 



6-4 

RULE 2: Read Power Converter’s output only once for each query command. 
 
The output buffer is cleared after it has been read. This prevents previously read data from 
being read a second time by mistake. A device dependent error is generated. (Query 
commands are identified by the „?“ at its end). 
 
RULE 3: Read query responses before sending an other command string. 
 
If you send a query without removing the old message from the query before the old message 
gets lost. A device dependent error is generated.  
 
 
 
6.6.3. HOW THE POWER CONVERTER PROCESSES OUTPUT 
 
When the host sends a query command the Power Converter places an alphanumeric string 
into the output buffer. In case of the RS-232 interface, data are transmitted right away and are 
terminated with the set terminators (see RS-232: Terminator command). In case of the IEEE-
488 interface the contents of the output buffer is transmitted after the Power Converter has 
been addressed as talker. The string is terminated with CR, LF accompanied with EOI.  
The output from the Power Converter can be measurement data in scientific format. This can 
be a single string or, for a range of harmonics, 2 to 99 strings. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The output data can also be a scaling factor, an instrument setting, a range indication, or an 
error number. 
 
 
 
6.6.4. OPTIMIZING SPEED FOR DATA TRANSFER 
 
There may be applications where the speed of data transfer to the host becomes an issue. 
The highest data transfer speed is achieved, when you bring the Power Converter into the 
HOLD mode first and then take all the readings. This way the processor has more time to 
serve the interface. For example National Instruments IEEE-488 software and hardware 
usually yields 75-100 values per second transfer rates. 
 

Query   Examples Explanation 
 
VOLT:RMS? + 1.0238e+01  Measured voltage 10.238V 
POW:ACT? -  1.8351e+00  Measured power -1.8351W 
CURR:RMS? + 5.8975e-03  Measured current 5.8975mA 
FORM:START 1 + 9.0000e+00 
FORM:END 5 + 0.0000e+00 Harmonic currents n = 1 to 5. 
CURR:FFT? + 3.0000e+00 
 +0.0000e+00  
 +1.8000e+00 
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6.7. SERVICE REQUESTS AND STATUS REGISTERS 
 
Service requests let the Power Converter on the IEEE-488 bus get the attention of the host. 
Every instrument or the IEEE-bus can set the service request (SRQ) bus line. 
The host can determine which instrument made the request by taking a „serial poll“. In this 
process the Status Byte Register will be set to 1, identifying it as an instrument that requested 
service. 
Below the registers are summarized: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Register Description 
 
STB Status Byte Register Read only. Bit 6 sets SRQ bus line. 
 Read by Serial Poll. 
 
SRE Service Request Read and write. A bit set to 1 
Enable Register  in SRE will generate an SRQ when 

corresponding bit in STB is also 1. 
 
ESR Event Status Register Read only. Assigns specific events to 

specific bits. 
 
 
ESE Event Status Read and write. Mask for event generation 
 to set  
Enable Register  Event Summary Bit. 
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STATUS AND EVENT REGISTER DEFINITION 
 
 
 
            Power ON 
                            User ReQuest (not used) 
                                       CoMmand Error 
                                                   Execution Error 
                                                             Device Dependant Error 
                                                                      Query Error (not used) 
                                                                                  ReQuest Control (not used) 
                                                                                            Operation complete 
ESR 
(Event 
Status 
Register) 

PON 
7 

URQ 
6 

CME 
5 

EXE 
4 

DDE 
3 

QYE 
2 

RQC 
1 

OPC 
0 

*ESR? 
Read only 

 
 &   & & & & & & & Logical AND 
 
ESE 
(Event 
Status 
Enable 
Register) 

PON 
7 

URQ 
6 

CME 
5 

EXE 
4 

DDE 
3 

QYE 
2 

RQC 
1 

OPC 
0 

*ESE 
0…255 
*ESE? 
Read and 
write 

 
 
       Error Status Byte 
 
 
 

RQS STB 
(Status 
Byte 
Register) 

7 6 
MSS 

ESB 
5 

MAV 
4 3 2 1 0 *STB? 

Read only 

 
 & & & & & & & & Logical AND 
 

SRE 
(Service 
Request 
En-able 
Register) 

7 6 ESB 
5 

MAV 
4 3 2 1 0 

*SBR 
0…255 
*SBR? 
Read and 
write 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Message 
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EVENT STATUS REGISTER (ESR) 

When , for example, a command Error occurs bit 5 is set to 1. The query *ESR? Returns a 
decimal value corresponding to the bit setting. 
 
EVENT STATUS ENABLE REGISTER (ESE) 

It is the mask for the Event Status Register. When for the above example the command Error 
mask bit 5 is set the command Error would set the Error Status Byte in the Status Byte 
Register (STB). 
 
STATUS BYTE REGISTER (STB) 

The RQS, bit 6, if equal 1 sets the SRQ line true. The status bits 0-5, and 7 determine in 
conjunction with the mask in the Service Request Enable Register whether RQS is set or not. 
Reading the Status Byte Register with the query *STB? will return a decimal value, for 
example „32“. Converting 32 to binary indicates that bit 5 (ESB) is set to 1. 
 
 
 
6.8. COMPUTER INTERFACE COMMAND SET 
 
The following table lists the RS-232 and IEEE-488 commands. The RS-232 and IEEE-488 
commands are identical, except where indicated. A parameter that must be supplied by the 
user is enclosed in angle brackets (parameter). Commands can be sent in upper case or 
lower case. 
 
IEEE-488 Interface Function Subsets: 
SH1  Source Handshake, AH1  Acceptor Handshake, 
T5  Talker, L4  Listener, SR1  Service Request, 
RL1  Remote/Local, DC1  Device Clear. 
 
The following conventions are used: 
 
F =  Field selector; it is an integer 0 to 9 used to select the field on which a value must be 

set. Field 0 is top left, 1 is top right, ... field 9 is bottom right. 
 
R =  Scientific formatted real number, e.g. +1.0e1. 
 
N =  Signed integer number, e.g. +1024. 
 
Query commands are terminated with „?“ and do not contain a parameter. 
That part of the command that is written in capital letters is mandatory. The lower case letters 
are optional. 
 
* Command only available on a single phase instrument. 
 
*** Command only available on three phase instrument. 
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COMMAND DESCRIPTION 
 
VOLTage:RMS F Query or set field for DC coupled RMS voltage 
                        :AC F  Query or set field for AC coupled RMS voltage 
 :RECT F Query or set field for rectified mean voltage 
 :MEAN F Query or set field for arithmetic DC voltage 
 :MIN F Query or set field for negative peak voltage 
 :MAX F Query or set field for positive peak voltage 
 :PEAK F Query or set field for peak to peak voltage 
 :FFT F Set the field (0,1,...,9) for voltage harmonic previously selected 

by the FORMat:START command. 
 :FFT? Query all voltage harmonics in the range specified by the 

FORMat:STart and FORMat:END commands. 
 :CREST F Query or set field for voltage crest factor 
 :FORM F Query or set field for voltage form factor 
 :SCale R Query or set voltage scaling factor 
 :THD F Query or set field for Total Harmonic Distortion 
 
CURRent:RMS F Query or set field for DC coupled RMS current 
                        :AC F Query or set field for AC coupled RMS current 
 :RECT F Query or set field for rectified mean current 
      :INT F Query or set field for average charge (short time integration). 
       :ACCu F   * Query or set field for charge (long time integration) 
      :RESET   * Reset charge, no query form 
 :MEAN F Query or set field for DC current 
 :MIN F Query or set field for negative peak current 
 :MAX F Query or set field for positive peak current 
 :PEAK F Query or set field for peak to peak current 
 :FFT F Set the field (0,1,...,9) for current harmonic previously selected 

by the FORMat:START command. 
 :FFT? Query all current harmonics in the range specified by the 

FORMat:START and FORMat:END commands. 
 :CREST F Query or set  field for current crest factor 

 :FORM F Query or set field for current form factor 
 :SCale R Query or write current scaling factor 
 :THD F Query or set field for Total Harmonic Distortion 
 
POWer:ACTive F Query or set field DC coupled power in Watt 
                         :AC F Query or set field AC coupled power in Watt 
    :INT F Query or set field DC coupled average energy (short time 

integration) 
           :AC F Query or set field AC coupled average energy (short time 

integration) 
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:APParent F Query or set field DC coupled apparent power 
         :AC F Query or set field AC coupled apparent power 

       :INT F Query or set field DC coupled average apparent energy (short 
time integration) 

              :AC F Query or set field AC coupled average apparent energy (short 
time integration) 

           :REActive F Query or set field DC coupled reactive power 
       :AC F Query or set field AC coupled reactive power 

     :INT F Query or set field DC coupled average reactive energy (short 
time integration) 

            :AC F Query or set field AC coupled average reactive energy (short 
time integration) 

           :FFT F Set the field (0,1,...,9) for the power harmonic previously 
selected by the FORMat:START and FORMat:END command. 

           :FFT? Query all power harmonics in the range specified by the 
FORMat:STart and FORMat:END commands. 

           :FACtor F Query or set the field for the DC coupled power factor 
         :AC F Query or set the field for the AC coupled power factor 
 

ENergy:ACTive F Query or set field of energy (long time integration) 
            :APParent F Query or set field of apparent energy (long time integration) 
            :REActive F   * Query or set field or reactive energy (long time integration) 
            :RESET No query form, resets all energy values 
 
FREQuency F Query or set field of current or voltage signal frequency. 

Depends on current or voltage synchronization. 
 
IMPedance:MAGnitude FSet the field for harmonic impedance previously selected by the 

FORMat:START command. 
                   :MAGnitude? Query all harmonic impedances in the range specified by the 

FORMat:START and FORMat:END commands. 
                   :ANGle F Set the field for harmonic phase angle previously selected by 

the FORMat:START command. 
                   :ANGle? Query all harmonic phase angles in the range specified by the 

FORMat:START and FORMat:END commands. 
 
ACQuire:RANge:VOLTage Auto 
                                               300M Query or set voltage range 
                                               1 
                                               3  Examples: 
                                               10  ACQ:RAN:VOLT AUTO Voltage in autoranging. 
                                               30  ACQ:RAN:VOLT 300 Selects 300V range. 
                                               100 
                                               300 
                                               1000 
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ACQuire:RANge:CURRent Auto   Query or set current input range 
 15M 1 60M (the valid option column is fixed 
 50M 3 200M by the active input, IN5, IN30,  
 150M 10 600M and SHUNT) 
 500M 30 2 
 1.5 100 6 
 5  20 
 15 
 
              :Input IN5 Query or set the current input or the shunt input. 
 IN30 
 SHunt 
 
              :SYNChro    VOLTage Query or set instrument synchronization mode 
                     CURRent Synchronizes to phase 1 
 
              :APERture 100M  Query or set the minimal averaging time 
 250M 
 500M Example: 
 1  ACQ:APER 500m   Sets minimal averaging time to 500ms. 
 2 
 
               :Hold Run Query or set acquisition subsystem. 
 Stop Measured data are held. 
 
               :QUality?  Query overload and underload of current and voltage inputs. An 

integer is returned. The integer indicates the state during the 
previous query (VOLT:,CURR:,POW:,EN:, or FREQ:). For more 
details refer to overload and underload register definition. 

 
FORMat:START N Query or set the range for data array transfer 
               :END N  Range of N for harmonic values is 1 to 99. 
     Range of N for analog inputs is 0-7. 
     If the value specified is out of range or startend the correction 
     is done when values are queried using VOLT:FFT?, 

CURR:FFT?, POW:FFT?, IMP:FFT?, IMP:MAG, IMP:ANG, or 
AINP?. 

 
FORMat:PHase?       *** Query or select phase for data transfers such as: 
 L1  VOLT:RMS?. 
 L2  Has no affect on AINPort command. 
 L3   
 
AINPort F  Set field for analog input port previously selected by the 

FORMat:START/END command. 
 
AINPort?   Query all analog input port values identified by the 

FORMat:START/END command. Range of allowed ports is 0 to 
7. 

 
VERsion?  Query form only. Returns software version 
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LOCk Locks the instrument. The query form returns YES or NO. 
 
UNLock Unlock the instrument. 
 
RS232? Query form only, returns all settings. Output format is 

BAUD;PARITY;TERM;HAND 
 
RS232:BAUD 300 Query or set baud rate 
 600 
 1200 
 2400 
 4800 
 9600 
 19200 
 
          :PARITY None Query or set parity mode 
 Even 
 Odd 
 
          :TERMinator CR Query or set command terminating characters. 
 LF 
 CRLf 
 
          :HANDshakes None Query or set handshake mode 
 Xon 
 
GPIB:ADDRess 0..30 Query or set GPIB address 
 
*ESE  0..255 Query or set the Event Status Enable register 
 
*SRE  0...255 Query or set the Service Request Enable register 
*STB? Query the STatus Byte register (IEEE-488 only) 
 
*ESR?  Query the Event Status Register (IEEE-488 only) 
 
*RST Resets instrument 
 
*OPC Set ISR bit 0 if no printing AND no measurement are pending 
 (GPIB only). 
 
*OPC? Returns 1 if no printing AND no measurement are pending. 
 
*TST? Performs self test, returns zero if successful 
*WAI Suspends command execution until previous commands are 

complete. 
*TRG Forces a running measurement to become pending if in RUN 

mode. Forces a measurement if in STOP mode. 
*IDN? Returns identification string in form:Vendor, Model, Serial No, 

Firmware version. 
*CLS CLear status (no query form), (IEEE-488 only) 
ERRor? Query the last error code 
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ERROR CODES DEFINITIONS: 
 
102 Syntax Error 
 The command was not recognized. ESR bit 5 is set (CoMmand Error) 
 
110 Command header error 
 A command followed by ‘?’ was sent were no query form is available. And conversly: 

no ‘?’ followed a query form only command. ESR bit 5 is set (CoMmand Error). 
 
111 Header separator error 
 Attempted to descend the command hierarchy at a place where there wasn’t any 

subcommand. ESR bit 5 is set (CoMmand Error). 
 
140 Character data error 
 A too long and/or senseless command has been sent to the instrument. ESR bit 5 is 

set (CoMmand Error). 
 
222 Data Out Of Range 
 The command argument is not allowed. ESR bit 4 is set (EXecution Error). 
 
2204 Measurement error, Measurement underflow. ESR bit 4 is set (EXec. Err.). 
 
2207 Measurement error, Measurement overflow. ESR bit 4 is set (EXec. Err.) 
 
350 Queue overflow 
 This occurs if a query command attempts to place a new message onto the 

instruments output queue but there was still an old message waiting on the queue. 
This results in information loss. The query answer is replaced by ‘350’ and ESR bit 3 is 
set (Device Dependant Error). 

 
2200 Input signal over- and underload. One or more current- or voltage inputs were in over- 

or underload during the last query (VOLT:,CURR:,POW:,EN:, FREQ:). 
 ESR bit 4 is set. 
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Overload and Underload Register Definition 
 
 Voltage 3 overrange 
 
 Current 3 overrange 
 
 Voltage 2 overrange 
 
 Current 2 overrange 
 
 Voltage 1 overrange 
 
 Current 1 overrange 
 
 

 
… 
 

11 10 9 8 7 6 5 4 3 2 1 0 

 
 
 Current 1 underrange 
 
 Voltage 1 underrange 
 
 Current 2 underrange 
 
 Voltage 2 underrange 
 
 Current 3 underrange 
 
 Voltage 3 underrange 
 
Bit 15 ... 12 are not defined and are reserved for extension. 
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7. THE POWER CONVERTER OPTIONS 
 
The Power Converter can be equipped with options 01, 02, and 03 which are all mounted on 
the Option Assembly Board. Option 04 is external to the Power Converter. 
 
 
 
7.1. INSTALLING THE OPTION ASSEMBLY 
 
WARNING: To avoid electric shock, disconnect the power cord and test leads before 

removing the instrument hood. 
 
Remove three screws each on the left and right hand side of the hood and slide it over the top 
of the instrument. 
Figure 7.1. shows the physical location of the Option Assembly. Figure 7.2. shows the flat 
ribbon connecting cables from the Option Assembly to the Processor Assembly and from the 
Option Assembly to the rear panel. 
To install the Option Assembly remove first the front panel. Along the left and right front edge 
there are 4 and along the bottom edge there are 2 screws. Unscrew them and slide out the 
front panel, and put the front panel face down between the two instrument side panels. 
In this position you can install the Option Assembly by first connecting J42 to the DC/DC 
Converter Assembly, J34 to J16, J35 to J15. Now fasten the Option Assembly onto the three 
bolts on the Processor Assembly. 
Connect the option output cables, J38 (RS-232 output), J36 (IEEE-488), J39 (Analog input). 
All these cables go from the Option Assembly, over the Separator (Figure 7.1.), along the 
right hand side panel to the rear panel. 
The clips supplied are used to hold the cables above the main supply. Keep the cables 1cm 
away from any part of the main supply. Fold the 24pol flat ribbon cable around the 14pol 
cables and insert this package in the clips. Stick the clips to the side panel such that the 
edges of the flat ribbon cables are along the side panel top edge. (see Figure 7.3). 
Finally, mount the aluminum cable separator between power supply and flat ribbon cables. 
Loosen the two top screws of the power supply binding posts and place cable separator 
between side panel and binding posts, fasten the two screws again. 
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Pulling the external cable through a high frequency ferrite torroid such as Philips Type 4322 
0209720 will reduce the flow of the transients. 3-5 windings yield good results. 

 
 Figure 7.1: Physical location of Option Assembly Unit 

 
Note: Power Analyzers shipped January 2007 or later do not contain the DC/DC-Converter 

Assembly.
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Figure 7.2. Connection of Option Assembly Unit 
 

Note: Power Analyzers shipped January 2007 or later do not contain the DC/DC-Converter 
Assembly. 
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Figure 7.3.   Fixation of Option Cables 
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7.2. OUTPUT CONNECTORS 
 
a)  RS-232 Connector 
 
 
 

5

9

1

6  
 
 
 
 
 
 
b)  Analog Input Connector 
 

13 1

25 14  
 
 
  1     AN0 Analog Input 0 14     AN1 Analog Input 1 
  2     AN2 Analog Input 2 15     AN3 Analog Input 3 
  3     Grd Signal Ground 16     AN4 Analog Input 4 
  4     AN5 Analog Input 5 17     AN6 Analog Input 6 
  5     AN7 Analog Input 7 18      
  6  19      
  7  20     Grd Signal Ground 
  8     AUX1 Auxiliary IN/OUT1 21     AUX2 Auxiliary IN/OUT 2 
  9     AUX3 Auxiliary IN/OUT 3 22     AUX4 Auxiliary IN/OUT4 
10     +12V DC (Option 04) 23     NC 
11     +12V DC (Option 04) 24     -12V DC (Option 04) 
12     Supply Ground (Option 04) 25     -12V DC (Option 04) 
13     Supply Ground (Option 04) 
 
 
 
7.3. ANALOG INPUTS 
 
Eight analog inputs are provided to be connected to external transducers such as torque -, 
speed -, acceleration -, frequency -, and temperature transducers. The four inputs AN0, AN1, 
AN2, and AN3 are for the input range 0 to 10V. They exhibit a 200k input impedance and 
have a typical accuracy of 0.2 % full scale. The full scale is 10.000V. 

1   DCD Data Carrier Detect 
2   RxD Received Data 
3   TxD Transmitted Data 
4   DTR Data Terminal Ready 
5   Grd Signal Ground 
6   DSR Data Set Ready 
7   RTS Request To Send 
8   CTS Clear To Send 
9   RNG Ring 
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The other four inputs AN4, AN5, AN6, and AN7 are for the input range 0 to 5V. They all have 
an input impedance of 100k and also a typical accuracy of 0.2 % full scale. Full scale is 
5.0000V. Note that all inputs are referenced to ground at the rear panel analog in- out 
connector and are not galvanically isolated from each other nor galvanically isolated from the 
Power Converter main electronics. All eight analog inputs are sampled four times per second. 
The analog inputs can be read via interface. The following sequence of commands would 
transfer all eight analog input values to the host. 
 
 FORMAT:START 0 
 FORMAT:END 7 
 AINPort? 
 
 
 
7.4. THREE PHASE CURRENT SENSOR MODULE 0-100A 
 
The current sensor module provides 0-100A current measurement capabilities from DC to 
10kHz. The module is directly supplied from the Power Converter by connecting the 25 pole 
D-Sub connector to the rear panel analog input connector. 
The 0-50mA current sensor outputs are connected to the 0-5A Power Converter inputs. 
Scaling the current by 2000 yields actual 0-100A current readings. All other quantities are 
scaled accordingly. 
 
Specifications: 
Current range:  0-100A; 150A peak Accuracy: 0.5 %, 2Hz-200Hz; 1 %, 200Hz-1kHz 
Frequency range:  DC-10kHz Scaling:     2000, using the 0-5A input. 
 
WARNING: Before applying the 0-100A primary current to the Hall sensors make sure 

the supply from the Analog-in-out connector is installed and the Power 
Converter is turned on. Also make sure the Hall sensor outputs are properly 
connected. 

 An open connection could cause damage to the Hall Sensors. 
 
 
 
7.5. EXTERNAL SYNCHRONIZATION 
 
This option provides means to synchronize the Power Converter measurements to external 
TTL-signals. You must deactivate the I/U-synchronization by connecting pin 8 and 9 on the 
analog input connector. The Hi-input of the TTL-signal is at pin 21 and the Lo-input at pin 8/9. 
The frequency range is 0.1Hz to 300kHz. The measured frequency is that of the 
synchronization signal. 
 
 
 
7.6. DISTURBANCE PREVENTION 
 
When you are connecting any option to an external device you provide additional paths for 
common mode transients to flow from the Power Converter inputs across the isolation barrier 
through the installed option to the external device. Such disturbances may cause 
malfunctions particularly of the RS-232 interface. 
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8. CALIBRATION PROCEDURE 
 
8.1 CALIBRATION CYCLE 
 
We recommend to verify calibration once a year. The user must be aware that occasional 
overloads (voltage and current) will degrade accuracy. In such cases, calibration should be 
checked more frequently. 
 
 
 
8.2 EQUIPMENT NEEDED 
 
A calibrator that will supply voltages 0.3V-600V and currents 15mA-2A at 60Hz with 0.02% 
accuracy will suffice. 
 
 
 
8.3 PREPARING FOR CALIBRATION 
 
Remove the hood of the Power Analyzer by loosening 3 screws on the left and the right hand 
side. Slide the hood over the top of the instrument. 
Turn Power Analyzer on and allow approximately 30 minutes warm-up time. 
 
 
 
8.4 OFFSET ADJUSTMENT AND CALIBRATION 
 
Figure 8.1. shows the locations that have to be adjusted. 
The top amplifiers are the voltage input amplifiers with adjustments U1, U2, U3, and U4. 
The bottom amplifiers are the current input amplifiers with adjustments Idc, I1, I2, I3, I4, I5, 
and I6. 
For a 3-phase Power Analyzer above adjustments must be performed for phase 1, phase 2, 
and phase 3. 
Make sure all scaling factors are set to 1.0000. 
 
NOTE: The shields of the amplifiers are on the potential of the corresponding Lo-

terminal input. 
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Figure 8.1 Location of Calibration Adjustments 
 

 
 
 
8.4.1 VOLTAGE AMPLIFIER CALIBRATION 
 
Connect the voltage inputs in a 3-phase model in parallel and perform adjustments on all 3 
amplifiers. Apply a 60Hz signal from the calibrator and select voltage synchronization on the 
Power Analyzer. 
 

Input Range Adjustment 
 
 1V 
 100V 
 30V 
 300V 
 

 
 1V 
 100V 
 30V 
 300V 

 
Adjust U1 for 1.0000V rms reading 
Adjust U2 for 100.00V rms reading 
Adjust U3 for 30.000V rms reading 
Adjust U4 for 300.00V rms reading 

 
All other voltage ranges not listed above must now also be within specifications. 
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8.4.2 CURRENT AMPLIFIER OFFSET ADJUSTMENT 
 
Leave the current inputs open. Select 5A input and 15mA current range. 
Adjust Idc to obtain a minimal reading for the current average value (AVG mA). The reading is 
typically 20uA. 
 
 
 
8.4.3 CURRENT AMPLIFIER CALIBRATION 
 
You can connect all three current inputs of a three phase model in series with your calibrator if 
your calibrator is capable of driving the 3x0.05Ohm burden of the 5A inputs. 
Apply a 60Hz current to the 5A input „IN5A“ or the 30A input „IN30A“.Make sure you have 
selected the correct current input on the Power Analyzer front panel. 
 

Calibrator 
Output 

Input Range Adjustment, rms current 

 
2A (3A) 
50mA 

 
IN30A 
IN5A 

 
3A 
50mA 
 

 
Adjust I1 for 2.0000A (3.0000A) 
Adjust I2 for 50.000mA 

 
Repeat above steps at least once 
 
 
500mA 
150mA 
1.5A 
 

 
IN5A 
IN5A 
IN5A 

 
500mA 
150mA 
1.5A 

 
Adjust I3 for 500.00mA 
Adjust I4 for 150.00mA 
Adjust I5 for 1.5000A 

 
CAUTION: Drive one current input at a time. Your calibrator may exceed its 

maximum burden voltage. 
 
 
 
8.4.4 SHUNT INPUT CALIBRATION 
 
Apply 600mV/60Hz to the Power Analyzer Shunt input. Select SHUNT on the front panel. 
Adjust I6 for 10.000A rms reading. 
 
 
8.4.5 1A INPUT CALIBRATION, POWER CALIBRATION 
 
Select IN5A range 150mA. Apply 15mA to 1A input at shunt input connector. (middle pin) 
against current Lo input. (black terminal). 
Adjust I7 for 150.00mA. 
NOTE: For actual reading of 15mA a scaling factor of 0.1 would be required. 
This concludes calibration. Power is the precise product of current and voltage and is also 
calibrated with above steps. 
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EU /UE 
KONFORMITÄTSERKLÄRUNG 

DECLARATION OF CONFORMITY 
DÉCLARATION DE CONFORMITÉ 

 
 
 
Wir 
We Infratek AG 
Nous 
 
(Name des Anbieters) (supplier’s name) (nom du fournisseur) 
 
Weingartenstrasse 6, CH-8707 Uetikon am See 
 
(Anschrift) (address) (adresse) 
 
erklären in alleiniger Verantwortung, dass das Produkt 
declare under our sole responsibility that the product 
déclarons sous notre seule responsabilité que le produit 
 
PC10 SPECTRAL POWER CONVERTER 
 
(Bezeichnung Typ oder Modell, Los-, Chargen- oder Seriennummer, möglichst Herkunft und 
Stückzahl) 
(name, type or model, lot, batch or serial number, possibly sources and numbers of items) 
(nom, type ou modèle, no de lot, d’échantillon ou de série, éventuellement sources et nombre 
d’éxemplaires) 
 
auf das sich diese Erklärung bezieht, mit der/den folgenden Norm(en) oder nomativen 
Dokument(en) übereinstimmt. 
to which this declaration relates is in conformity with the following standard(s) or other normative 
document(s) 
auquel se réfère cette déclaration est conforme à la (aux) norme(s) ou autre(s) document(s) 
normatif(s) 
 
EN 50081-1;  EN 50082-2;  CEI/IEC 1010-1, Amendment 1/2; 
 
(Titel und/oder Nummer sowie Ausgabedatum der Norm(en) oder der anderen normativen 
Dokumente) 
(title and/or number and date of issue of the standard(s) or other normative document(s)) 
(titre et/ou no et date de publication de la (des) norme(s) ou autre(s) document(s) normatif(s)) 
 
Gemäss den Bestimmungen der Richtlinie(n); following the provisions of Directive(s); 
conformément aux dispositions de(s) Directive(s) 
(falls zutreffend) (if applicable) (le cas échéant) 
 
89/336/EWG 

Uetikon am See, 1.12.1998             Dr. Hans R. Oppliger                   
 
(Ort und Datum der Ausstellung) (Name und Unterschrift oder gleichwertige Kennzeichnung des  
 Befugten) 
(Place and date of issue)          (name and signature or equivalent marking of authorized person) 
(Lieu et date)                            (nom et signature du signataire autorisé) 
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